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WG17F   SPECIFICATIONS 

ENGINE: 

The Werklust WG17F has a four-cylinder turbo diesel engine with a high torque at low engine speeds.  
- Brand   John Deere 4045 HF 285 A 
- Model   4 cylinder Turbo 
- Power   104 kW at 2200 rpm 
- Volume   4,5 liter 
- Bore and stroke 106 x 206 mm 
- Max. torque  525 Nm at 1500 rpm 
- Cooling   liquid 
- Emission  Tier 3 / Stage 3A 

 

TRANSMISSION: 

The Werklust WG17F uses the ZF-Ergopower transmission 4WG130.   
- Brand   ZF 4WG130 
- Number of gears 4 forward, 3 backward 
- Max. speed  40 km/h 
- Control   Fully automatic, control switch on the steering column and forward/       

backward switch on the hydraulic lever.  

AXLES: 

The ZF-axles are fully aligned on the ZF-transmission. The heavy gears with strong bearings guarantee 
a trouble-free use. The lamellas brake in oil bath are completely sealed and do not need 
maintenance or re-levelling.  

- Brand front axle ZF MT-L 3065 
- Brand rear axle  ZF MT-L 3065 
- Differential front 27% limited slip 
- Differential rear 27% limited slip 
- Swing angle rear 12 degrees 
- Ground clearance 430 mm 

 

BRAKES: 

Completely separated brake-system with accumulators. Hydraulic wet disc-brakes, cooled by a closed 
system with circulating oil. The driver can choose, with a switch in the cabin, to unlock the drivetrain 
by braking. The park-brake is a dry disc-brake placed on the outgoing axle of the transmission. The 
driver can with an electric switch in the cabin lock and unlock the park brake. Enable by spring 
pressure and disable by oil-pressure. Emergency brake system: separated brake circuits with 
accumulators.  

- Systeem  Completely closed oil bath lamellenbrakes, control fully hydraulic  
load sensing 

- Park brake  Disc brake by spring pressure, control electric hydraulic 
 

HYDRAULIC LIFTING SYSTEM: 

The Werklust WG17F uses a hydraulic system of Bosch Rexroth.  The load sensing system gives only 
power when it is necessary.  

- Pump   Bosch Rexroth 71 cc/rotation 
- Pump output  156 l/min 
- Pressure  280 bar 
- Lift time  4,9 sec. 
- Descend time  2,5 sec. 
- Unload time  1,3 sec. 
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HYDRAULIC STEERING SYSTEM: 

The Werklust WG17F uses a hydraulic system of Bosch Rexroth.  The same pump will be used for the 
steering system. This decreases the fuel consumption.  

- Pressure  210 bar 
- Steering angle  40 degrees 
- Turning circle  5031 mm 

 

TYRES: 

- Standard  17.5R25 
- Alternative  550/65R25 

 

CABIN: 

The Werklust wheelloaders have a safety cabin. The new cabin is quieter and more spacious 
- Comfortable climate, control with dust filtering 
- Adjustable steering wheel, seat and levers  
- Vibration dampers and sound insulation 
- Improved view around the machine for increased safety 
- Easy to keep clean 
- Sliding window 
- 12 volt connection 
- CANbus information system 

 

SERVICES: 

You can tilt the cabin easy by a handpump for easier do the service maintenance. Easy access to all 
service points.  

- Fuel tank  205 l. 
- Hydraulic tank  100 l. 
- Cooling system  29 l.  
- Transmission  31 l. 
- Engine   14 l. 

 

OPERATUIBAL DATA: 

Several buckets and tools can be mounted to the machines, this is easy with the Werklust quick-
changer system.  

- Bucket capacity  1,5 – 2,5 m3 
- Bucket width  2470 mm 
- Tipping load (right) 7023 kg 
- Tipping load (steered) 6135 kg 
- Break-out force  9100 kg 
- Length   6910 mm 
- Transport length 5729 mm 
- Weight   11500 kg 
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WG17FZ   SWIVELLOADER   SPECIFICATIONS 

ENGINE: 

The Werklust WG17FZ has a four-cylinder turbo diesel engine with a high torque at low engine 
speeds.  

- Brand   John Deere 4045 HF 285 A 
- Model   4 cylinder Turbo 
- Power   104 kW at 2200 rpm 
- Volume   4,5 liter 
- Bore and stroke 106 x 206 mm 
- Max. torque  525 Nm at 1500 rpm 
- Cooling   liquid 
- Emission  Tier 3 / Stage 3A 

 

TRANSMISSION: 

The Werklust WG17FZ uses the ZF-Ergopower transmission 4WG130.   
- Brand   ZF 4WG130 
- Number of gears 4 forward, 3 backward 
- Max. speed  40 km/h 
- Control   Fully automatic, control switch on the steering column and forward/       

backward switch on the hydraulic lever.  

AXLES: 

The ZF-axles are fully aligned on the ZF-transmission. The heavy gears with strong bearings guarantee 
a trouble-free use. The lamellas brake in oil bath are completely sealed and do not need 
maintenance or re-levelling.  

- Brand front axle ZF MT-L 3065 
- Brand rear axle  ZF MT-L 3065 
- Differential front 27% limited slip 
- Differential rear 27% limited slip 
- Swing angle rear 12 degrees 
- Ground clearance 430 mm 

 

BRAKES: 

Completely separated brake-system with accumulators. Hydraulic wet disc-brakes, cooled by a closed 
system with circulating oil. The driver can choose, with a switch in the cabin, to unlock the drivetrain 
by braking. The park-brake is a dry disc-brake placed on the outgoing axle of the transmission. The 
driver can with an electric switch in the cabin lock and unlock the park brake. Enable by spring 
pressure and disable by oil-pressure. Emergency brake system: separated brake circuits with 
accumulators.  

- Systeem  Completely closed oil bath lamellenbrakes, control fully hydraulic  
load sensing 

- Park brake  Disc brake by spring pressure, control electric hydraulic 
 

HYDRAULIC LIFTING SYSTEM: 

The Werklust WG17FZ uses a hydraulic system of Parker Hannifin.  The load sensing system gives 
only power when it is necessary.  

- Pump   Parker Hannifin 
- Pump output  160 l/min 
- Pressure  280 bar 
- Lift time  5,5 sec. 
- Descend time  2,9 sec. 
- Unload time  1,5 sec. 
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HYDRAULIC STEERING SYSTEM: 

The Werklust WG17FZ uses a hydraulic system of Parker.  The second pump will be used for the 
steering system. When necessary the steering pump will help the lifting pump.   

- Pressure  210 bar 
- Steering angle  40 degrees 
- Turning circle  5031 mm 

 

TYRES: 

- Standard  17.5R25 
- Alternative  550/65R25 

 

CABIN: 

The Werklust wheelloaders have a safety cabin. The new cabin is quieter and more spacious 
- Comfortable climate, control with dust filtering 
- Adjustable steering wheel, seat and levers  
- Vibration dampers and sound insulation 
- Improved view around the machine for increased safety 
- Easy to keep clean 
- Sliding window 
- 12 volt connection 
- CANbus information system 

 

SERVICES: 

You can tilt the cabin easy by a handpump for easier do the service maintenance. Easy access to all 
service points.  

- Fuel tank  205 l. 
- Hydraulic tank  100 l. 
- Cooling system  29 l. 
- Transmission  31 l. 
- Engine   14 l. 

 

OPERATUIBAL DATA: 

Several buckets and tools can be mounted to the machines, this is easy with the Werklust quick-
changer system.  

- Bucket capacity    1,5 – 2,5 m3 
- Bucket width    2470 mm 
- Tipping load (right, 0˚ swivel)  6950 kg 
- Tipping load (steered, 0˚ swivel) 6100 kg 
- Tipping load (steered, 90˚ swivel) 6150 kg 
- Break-out force    8300 kg 
- Length     7190 mm 
- Transport length   6050 mm 
- Weight     12500 kg 
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WG18F   SPECIFICATIONS 

ENGINE: 

The Werklust WG18F has a six-cylinder turbo diesel engine with a high torque at low engine speeds.  
- Brand   John Deere 6068 HF 285  
- Model   6 cylinder Turbo 
- Power   124 kW at 2000 rpm 
- Volume   6,8 liter 
- Bore and stroke 106 x 207 mm 
- Max. torque  667 Nm at 1500 rpm 
- Cooling   liquid 
- Emission  Tier 3 / Stage 3A 
- Alternator  24V / 70A 
- Starter   5,2 kW / 24V 

 

TRANSMISSION: 

The Werklust WG18F uses the ZF-Ergopower transmission 4WG160.   
- Brand   ZF 4WG160 
- Number of gears 4 forward, 3 backward 
- Max. speed  42 km/h 
- Control   Fully automatic, control switch on the steering column and forward/       

backward switch on the hydraulic lever.  

AXLES: 

The ZF-axles are fully aligned on the ZF-transmission. The heavy gears with strong bearings guarantee 
a trouble-free use. The lamellas brake in oil bath are completely sealed and do not need 
maintenance or re-levelling.  

- Brand front axle ZF MT-L 3075 
- Brand rear axle  ZF MT-L 3065 
- Differential front 45% limited slip 
- Differential rear 27% limited slip 
- Swing angle rear 12,5 degrees 

 

BRAKES: 

Completely separated brake-system with accumulators. Hydraulic wet disc-brakes, cooled by a closed 
system with circulating oil. The driver can choose, with a switch in the cabin, to unlock the drivetrain 
by braking. The park-brake is a dry disc-brake placed on the outgoing axle of the transmission. The 
driver can with an electric switch in the cabin lock and unlock the park brake. Enable by spring 
pressure and disable by oil-pressure. Emergency brake system: separated brake circuits with 
accumulators.  

- Systeem  Completely closed oil bath lamellenbrakes, control fully hydraulic  
load sensing 

- Park brake  Disc brake by spring pressure, control electric hydraulic 
 

HYDRAULIC LIFTING SYSTEM: 

The Werklust WG18F uses a hydraulic system of Bosch Rexroth.  The load sensing system gives only 
power when it is necessary.  

- Pump   Bosch Rexroth  
- Pump output  156 l/min 
- Pressure  280 bar 
- Lift time  5,0 sec. 
- Descend time  2,5 sec. 
- Unload time  1,3 sec. 
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HYDRAULIC STEERING SYSTEM: 

The Werklust WG18F uses a hydraulic system of Bosch Rexroth.  A second pump will be used for the 
braking and the steering functions.  

- Pump output  96 l/min 
- Pressure  210 bar 
- Steering angle  40 degrees 
- Turing circle  5,11 m. 

 

TYRES: 

- Standard  20.5R25 
- Alternative  550/65R25 / 600/65R25 

 

CABIN: 

The Werklust wheelloaders have a safety cabin. The new cabin is quieter and more spacious 
- Comfortable climate, control with dust filtering 
- Adjustable steering wheel, seat and levers  
- Vibration dampers and sound insulation 
- Improved view around the machine for increased safety 
- Easy to keep clean 
- Sliding window 
- 12 volt connection 
- CANbus information system 

 

SERVICES: 

You can tilt the cabin easy by a handpump for easier do the service maintenance. Easy access to all 
service points.  

- Fuel tank  215 l. 
- Hydraulic tank  126 l. 
- Cooling system  29 l. 
- Transmission  31 l. 
- Engine   14 l. 

 

OPERATUIBAL DATA: 

Several buckets and tools can be mounted to the machines, this is easy with the Werklust quick-
changer system.  

- Bucket capacity  2,0 – 3,0 m3 
- Bucket width  2500 - 3200 mm 
- Tipping load (right) 9250 kg 
- Tipping load (steered) 7950 kg 
- Break-out force  10500 kg 
- Length   7250 mm 
- Transport length 6100 mm 
- Weight   13000 kg 
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WG35F   SPECIFICATIONS 

ENGINE: 

The Werklust WG35F has a six-cylinder turbo diesel engine with a high torque at low engine speeds.  
- Brand   John Deere 6068 HF 485  
- Model   6 cylinder Turbo 
- Power   144 kW at 2000 rpm (or Agri Power with 154 kW at 2000 rpm ) 
- Volume   6,8 liter 
- Bore and stroke 106 x 207 mm 
- Max. torque  744 Nm at 1400 rpm (or Agri Power with 934 Nm at 1400 rpm) 
- Cooling   liquid 
- Emission  Tier 3 / Stage 3A 
- Alternator  24V / 140A 
- Starter   5,2 kW / 24V 

 

TRANSMISSION: 

The Werklust WG35F uses the ZF-Ergopower transmission 4WG190.   
- Brand   ZF 4WG190 
- Number of gears 4 forward, 3 backward 
- Max. speed  42 km/h 
- Control   Fully automatic, control switch on the steering column and forward/       

backward switch on the hydraulic lever.  

AXLES: 

The ZF-axles are fully aligned on the ZF-transmission. The heavy gears with strong bearings guarantee 
a trouble-free use. The lamellas brake in oil bath are completely sealed and do not need 
maintenance or re-levelling.  

- Brand front axle ZF MT-L 3085 
- Brand rear axle  ZF MT-L 3085 
- Differential front 45% limited slip 
- Differential rear 27% limited slip 
- Swing angle rear 15 degrees 

 

BRAKES: 

Completely separated brake-system with accumulators. Hydraulic wet disc-brakes, cooled by a closed 
system with circulating oil. The driver can choose, with a switch in the cabin, to unlock the drivetrain 
by braking. The park-brake is a dry disc-brake placed on the outgoing axle of the transmission. The 
driver can with an electric switch in the cabin lock and unlock the park brake. Enable by spring 
pressure and disable by oil-pressure. Emergency brake system: separated brake circuits with 
accumulators.  

- Systeem  Completely closed oil bath lamellenbrakes, control fully hydraulic  
load sensing 

- Park brake  Disc brake by spring pressure, control electric hydraulic 
 

HYDRAULIC LIFTING SYSTEM: 

The Werklust WG35F uses a hydraulic system of Parker Hannifin.  The load sensing system gives only 
power when it is necessary.  

- Pump   Parker Hannifin 
- Pump output  310 l/min 
- Pressure  280 bar 
- Lift time  5,0 sec. 
- Descend time  2,5 sec. 
- Unload time  1,3 sec. 
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HYDRAULIC STEERING SYSTEM: 

The Werklust WG35F uses a one pump hydraulic system of Parker Hannifin.  A second pump will be 
used for the braking and the hydraulic fan.   

- Pressure  210 bar 
- Steering angle  45 degrees 
- Turing circle  4,9 m. 

 

TYRES: 

- Standard  20.5R25 
- Alternative  650/65R25 / 550/65R25 

 

CABIN: 

The Werklust wheelloaders have a safety cabin. The new cabin is quieter and more spacious 
- Comfortable climate, control with dust filtering 
- Adjustable steering wheel, seat and levers  
- Vibration dampers and sound insulation 
- Improved view around the machine for increased safety 
- Easy to keep clean 
- Sliding window 
- 12 volt connection 
- CANbus information system 

 

SERVICES: 

You can tilt the cabin easy by a handpump for easier do the service maintenance. Easy access to all 
service points.  

- Fuel tank  305 l. 
- Hydraulic tank  170 l. 
- Cooling system  35 l. 
- Transmission  31 l. 
- Engine   14 l. 

 

OPERATUIBAL DATA: 

Several buckets and tools can be mounted to the machines, this is easy with the Werklust quick-
changer system.  

- Bucket capacity  2,5 – 3,5 m3 
- Bucket width  2500 - 3200 mm 
- Tipping load (right) 10700 kg 
- Tipping load (steered) 8650 kg 
- Break-out force  12000 kg 
- Length   7250 mm 
- Transport length 6100 mm 
- Weight   15500 kg 
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WG45F   SPECIFICATIONS 

ENGINE: 

The Werklust WG45F has a six-cylinder turbo diesel engine with a high torque at low engine speeds.  
- Brand   John Deere 6068 HF 485  
- Model   6 cylinder Turbo 
- Power   144 kW at 2000 rpm  
- Volume   6,8 liter 
- Bore and stroke 106 x 207 mm 
- Max. torque  1025 Nm at 1400 rpm  
- Cooling   liquid 
- Emission  Tier 3 / Stage 3A 
- Alternator  24V / 140A 
- Starter   5,2 kW / 24V 

 

TRANSMISSION: 

The Werklust WG45F uses the ZF-Ergopower transmission 4WG210.   
- Brand   ZF 4WG210 
- Number of gears 4 forward, 3 backward 
- Max. speed  42 km/h 
- Control   Fully automatic, control switch on the steering column and forward/       

backward switch on the hydraulic lever.  

AXLES: 

The ZF-axles are fully aligned on the ZF-transmission. The heavy gears with strong bearings guarantee 
a trouble-free use. The lamellas brake in oil bath are completely sealed and do not need 
maintenance or re-levelling.  

- Brand front axle ZF MT-L 3095 
- Brand rear axle  ZF MT-L 3085 
- Differential front 45% limited slip 
- Differential rear 27% limited slip 
- Swing angle rear 12 degrees 

 

BRAKES: 

Completely separated brake-system with accumulators. Hydraulic wet disc-brakes, cooled by a closed 
system with circulating oil. The driver can choose, with a switch in the cabin, to unlock the drivetrain 
by braking. The park-brake is a dry disc-brake placed on the outgoing axle of the transmission. The 
driver can with an electric switch in the cabin lock and unlock the park brake. Enable by spring 
pressure and disable by oil-pressure. Emergency brake system: separated brake circuits with 
accumulators.  

- Systeem  Completely closed oil bath lamellenbrakes, control fully hydraulic  
load sensing 

- Park brake  Disc brake by spring pressure, control electric hydraulic 
 

HYDRAULIC LIFTING SYSTEM: 

The Werklust WG35F uses a hydraulic system of Parker Hannifin.  The load sensing system gives only 
power when it is necessary.  

- Pump   Parker Hannifin 
- Pump output  310 l/min 
- Pressure  280 bar 
- Lift time  5,0 sec. 
- Descend time  2,5 sec. 
- Unload time  1,3 sec. 
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HYDRAULIC STEERING SYSTEM: 

The Werklust WG45F uses a one pump hydraulic system of Parker Hannifin.  A second pump will be 
used for the braking and the hydraulic fan.   

- Pressure  210 bar 
- Steering angle  45 degrees 
- Turing circle  5,0 m. 

 

TYRES: 

- Standard  23.5R25 
- Alternative  750/65R25 

 

CABIN: 

The Werklust wheelloaders have a safety cabin. The new cabin is quieter and more spacious 
- Comfortable climate, control with dust filtering 
- Adjustable steering wheel, seat and levers  
- Vibration dampers and sound insulation 
- Improved view around the machine for increased safety 
- Easy to keep clean 
- Sliding window 
- 12 volt connection 
- CANbus information system 

 

SERVICES: 

You can tilt the cabin easy by a handpump for easier do the service maintenance. Easy access to all 
service points.  

- Fuel tank  305 l. 
- Hydraulic tank  180 l. 
- Cooling system  35 l. 
- Transmission  31 l. 
- Engine   14 l. 

 

OPERATUIBAL DATA: 

Several buckets and tools can be mounted to the machines, this is easy with the Werklust quick-
changer system.  

- Bucket capacity  3,2 – 4,5 m3 
- Bucket width  2700 - 3400 mm 
- Tipping load (right) 14200 kg 
- Tipping load (steered) 10500 kg 
- Break-out force  15000 kg 
- Length   7550 mm 
- Transport length 6400 mm 
- Weight   18500 kg 
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DIMENSIONS WG17F 
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DIMENSIONS WG17FZ 
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DIMENSIONS WG18F 
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DIMENSIONS WG35F 
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DIMENSIONS WG45F 

 


